
NEBULA – Ducted Fan Coil

Medium and High head



DF22F031GB-00 – 15th/06/2022 Nebula - 2

New ducted fancoil: NEBULA

NEBULA is the new ductable fancoil for both false ceiling or

visible horizontal installation to ensure high comfort standard.

It is introduced with a wide range of configurations to better fit

lots of different application: large residential, hotels,

commercial and industrial applications.

Thanks to available control systems, units are ready for both

individual and centralized management.
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Clivet FCU line up

3 -11 kW

0 5 10 15 20 25

1.5 - 8 kW

1 - 3.7 kW

2.7 - 4.9 kW

MP  6 – 20 kW 

HP  6 - 25 kW 

HP - High Head 

 3 – 27 kW 

MP - Medium Head 

 1.6 – 7.3 kW 

New NEBULA: both MP and HP versions have been optimised as per market requirements
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New ducted fancoil: NEBULA

NEBULA is available in 4 versions:

HP – HIGH Head
(3 – 27 kW)

MP – MEDIUM Head 
(1.6 – 7.3 kW)

DU-HP DUA-HP

DU-MP DUA-MP

VERSIONS

DC motor AC motor

DC motor AC motor
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Nebula Main configuration and options

Configuration:

• SX (left) or DX (right) pipe connection

• 2 or 4 pipes

• Return from behind and below

• Valves 2-3 way On/Off

• Auxiliary drain pan on board

Accessories:

• Valves: 2-3 way on/off

• Auxiliary drain pan and condensate pump

• Supply and Return Plenum (in line, 90°, circular)

• Controls (wired, Modbus)

Only Horizontal Installation

Indoor controllers HIDTi9X HIDTi10X

New controllers
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Nebula - Configurations

RIF. DESCRIPTION DU-MP/DUA-MP DU-HP/DUA-HP

SX Left Side Connection Std

DX Right Side Connection Available

RP Return from behind Std

R3 Return from below Available na

2V2

3V2
Built-in 2 or 3 way ON/OFF valve 

kit for 2 pipes system Available

2V4

3V4
Built-in 2 or 3 way ON/OFF valve 

kit for 4 pipes system Available

BRO Builti-in auxiliary drain pan Available na
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Water connections can be modified on the

opposite site simply removing and rotating the

coil heat exchanger.

Electrical panel and cables connection do not

need of any additional activities.

Water connection rotation during installation

Nebula: installation detail
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NEBULA – Main Data

High speed Size 13 14 23 24 33 34 43 44

Cooling kW 2,62 2,98 3,61 4,05 5,53 6,28 6,69 7,80

Heating kW 2,9 3,14 3,78 3,58 5,95 6,42 7,33 8,22

Airflow rate m3/h 460 460 600 600 930 930 1260 1260

Static pressure Pa 78 80 78 77 80 80 77 75

DU-MP (2 pipes)

High speed Size 13 14 23 24 33 34 43 44

Cooling kW 1,57 1,14 2,35 2,68 3,18 3,75 5,53 7,25

Heating kW 1,39 1,18 1,84 2,76 3,45 3,45 5,78 7,28

Airflow rate m3/h 250 147 370 310 560 560 840 1200

Static pressure Pa 55 55 65 65 55 55 55 55

DUA-MP (2 pipes)

Cooling: T_in = 7°C (DeltaT = 5K); T_air 27°C/19°C (DB/WB)

Heating: T_in = 45°C (DeltaT = 5K); T_air 20°C
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NEBULA – Main Data

High speed Size 13 23 33 43 53 54 63 64

Cooling kW 3,08 4,70 6,92 10,46 16,52 19,17 21,12 25,74

Heating kW 3,31 4,92 8,19 12,89 19,07 21,83 24,58 28,91

Airflow rate m3/h 585 1080 1700 2870 4050 3905 5250 5200

Static pressure Pa 78 68 86 57 60 60 71 71

DU-HP (2 pipes)

High speed Size 13 23 33 43 53 54 63 64

Cooling kW 2,99 4,68 7,00 10,30 15,84 18,50 21,96 26,84

Heating kW 3,27 5,53 8,33 12,8 18,16 20,96 25,71 30,35

Airflow rate m3/h 575 1100 1740 2840 3780 3700 5600 5550

Static pressure Pa 85 71 82 73 80 80 60 60

DUA-HP (2 pipes)

Cooling: T_in = 7°C (DeltaT = 5K); T_air 27°C/19°C (DB/WB)

Heating: T_in = 45°C (DeltaT = 5K); T_air 20°C
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NEBULA – Main Data

High speed Size 13 23 33 43

Cooling kW 1.69 3.61 5.53 6.69

Heating kW 1.41 2.71 4.56 5.51

Airflow rate m3/h 281 600 930 1260

Static pressure Pa 78 78 80 77

DU-MP (4 pipes)

High speed Size 13 23 33 43

Cooling kW 1.57 2.35 3.18 6.15

Heating kW 1.43 1.97 2.7 5.38

Airflow rate m3/h 250 309 494 1200

Static pressure Pa 55 65 55 55

DUA-MP (4 pipes)

Cooling: T_in = 7°C (DeltaT = 5K); T_air 27°C/19°C (DB/WB)

Heating: T_in = 65°C (DeltaT = 10K); T_air 20°C
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NEBULA – Main Data

High speed Size 13 23 33 43 53 54 63 64

Cooling kW 2.65 4.70 6.03 10.46 15.95 16.16 20.76 25.74

Heating kW 2.39 3.91 5.75 8.98 13.06 12.79 17.18 17.09

Airflow rate m3/h 488 936 1416 2870 3825 3905 5105 5200

Static pressure Pa 78 68 86 68 60 60 71 71

DU-HP (4 pipes)

High speed Size 13 23 33 43 53 54 63 64

Cooling kW 2.99 4.68 7.00 10.30 15.84 18.50 21.96 26.84

Heating kW 2.42 3.91 5.75 8.98 12.55 12.39 17.83 17.74

Airflow rate m3/h 505 1100 1740 2840 3780 3700 5600 5550

Static pressure Pa 74 71 82 73 80 80 60 60

DUA-HP (4 pipes)

Cooling: T_in = 7°C (DeltaT = 5K); T_air 27°C/19°C (DB/WB)

Heating: T_in = 65°C (DeltaT = 10K); T_air 20°C
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NEBULA – Fan Curves

Medium head (100 – 1.200 m3/h)

• DU-MP: AC motor (3 fan speeds)

• DUA-MP: DC motor

High head (350 – 5.550 m3/h)

• DU-HP: AC motor (3 fan speeds)

• DUA-HP: DC motor
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NEBULA – Controllers

RIF.
DU-MP/DU-HP

(DC MOTOR)
DUA-MP/DUA-HP

(AC MOTOR)

HIDE2X - Available

HIDE3X - Available

HIDTi8X Available -

HIDTi9X - Available

HIDTi10X Available -

HMIFACX - Available
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WIRED USER INTERFACE

AC motor DC motor

HMIFACX HIDTi9X HIDTi10X

Touch / Backlit √ √ √

2 pipes / 4 pipes √ √ √

Main functions √ √ √

Fan speeds 3 + AUTO 3 + AUTO 7 + AUTO

Follow-Me (built-in T

probe)
- √ √

Timer √ - -

Modbus port √ √ √

Anti-hot / Anti-cold function √ √ √

Series is compliant with wired user

interface, both for DC and AC versions.

Improved usability for user thanks to

touch and blacklit display.

Follow-me function allows to set the

indoor temperature measurement in the

interface built-in probe.

NEBULA – Focus on New Controllers
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NEBULA – Accessories RIF. DESCRIPTION DU-MP/DUA-MP DU-HP/DUA-HP

2V2

3V2
On/off 2 or 3-way valve kit for 2-

pipe system Available

2V4

3V4
On/off 2 or 3-way valve kit for 2-

pipe system Available

BROSX

BRODX

Auxiliary condensate drain tray for 

horizontal installation fittings to left 

or to right
Available

CDPX Condensate drain pump Available

PRMX Straight air supply plenum Built-in Available

PRAX Straight air return plenum Available

PR90MX

P90RAX
90° air supply or return plenum Available

PCCMAX

PCCRAX
Air supply or return plenum with 

circular connections Available
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Elfocontrol3 compatibility

Remote Control with ELFOControl3 EVO:

Units can be integrated with ELFOControl3 EVO or a third-party 

home automation system via the Modbus port on the user 

interface.
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NEBULA DUA-MP / DU-MP

Size 13 14 23 24 33 34 43 44

Cooling

(2 pipes – AC)
kW 1,57 1,14 2,35 2,68 3,18 3,75 5,53 7,25

Height mm 225 255
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NEBULA DUA-HP / DU-HP

Size 13 14 23 24 33 34 43 44

Cooling

(2 pipes – AC)
kW 2,99 4,68 7,00 10,30 15,84 18,50 21,96 26,84

Height mm 299 369 399 449



DF22F031GB-00 – 15th/06/2022 Nebula - 21

Main features

NEBULA main characteristics:

• Compact design

• MP (Medium Heat) and HP (High Head) versions

• AC and DC configurations

• 2 and 4 pipes configurations

• Wide range of configurations and accessories

• Wide range of size (MP1.6 – 7.3 kW, HP3 – 27 kW)

• Flexible installation

• Wide range of user interface

• ELFOControl3 EVO compatibility

• Modbus port available through HIDTi9X, HIDTi10X controllers
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